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Please ask for the main catalog.
Immersion Pumps

TB16 ... STA2500
Semi-open impellers
Standard coolant pumps

6 ... 660 GPM
6 ... 300 feet

Quick Suctioning Immersion Pumps
with BRINKMANN´s Suction De-aeration System

TAL200 ... SAL2500

Axial/semi-open impellers
Inflated fluids / slurping

6 ... 660 GPM
6 ... 300 feet

Quick Suctioning Immersion Pumps
with BRINKMANN´s Suction De-aeration System

SGL801 ... 2200

Axial/semi-open impellers
Inflated grinding oils / slurping
12 ... 640 GPM
15 ... 290 feet

Quick Suctioning Immersion Pumps
with BRINKMANN´s Suction De-aeration System

SFL650 ... 2350

Axial/semi-open impellers
Inflated coolants / slurping
heavy chip loads
12 ... 680 GPM

6 ... 150 feet

Cutter Pumps
with cutting units

SFC850 ... 1850

Axial - radial impellers
Large chips
12 ... 460 GPM

6 ... 115 feet

Suction Immersion Pumps
TAS301 ... 601
STS1001

Axial/semi-open impellers
Vacuum filter
12 ... 250 GPM

6 ... 75 feet

Free-flow Immersion Pumps/Vortex Pumps
FT35  ... FTA140
SFT450 ... 1554-C

Semi-open impellers
Large chips
25 ... 250 GPM

6 ... 55 feet

Immersion Pumps
TS12 ... TS24

Peripheral impellers
High pressure in compact units
2.5 ... 40 GPM
15 ... 290 feet

Immersion Pumps
TC40 ... TH360

Closed impellers
High pressure / no long chips
2.5 ... 155 GPM
30 ... 810 feet

Immersion Pumps in Plastics
KTF61 ... KTF63

Semi-open impellers
Coldwater circuits
2.5 ... 20 GPM
6 ... 90 m

Miniature Centrifugal Pumps
Suction Pumps

KC60 ... SB60

Open/peripheral impellers
Suctioning / circulating
2.5 ... 16 GPM
6 ... 165 feet

Chip

Chip

Chip

amount of material to be removed, handling fa-
cilities provided, and location points but are
nonetheless an estimate only and not guaran-
teed or warranted.  In no event shall Brinkmann
be responsible for performance figures supplied
by other parties.  If by written agreement the
equipment is to be subject to acceptance tests
before shipment, rejection under this clause must
take place prior to shipment. 

Returned equipment
In no case is equipment to be returned without
first obtaining written permission from Brink-
mann.  Unless otherwise expressly agreed an or-
der for equivalent value must accompany re-
turned equipment and all such returned 

equipment will be accepted for credit only after
inspection.  Equipment returned without good
cause and for which no credit is given shall be

subject to a restocking charge.  Buyer returning
equipment must pay transportation charges and
bear risks of loss or damage to goods while in
transit.  Acceptance of returned products by
Brinkmann's receiving department shall not bind
Brinkmann nor have any force or effect unless
acceptance is made by Brinkmann in writing.
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BRINKMANN PUMPS INC. 
47060 Cartier Drive
Wixom, MI 48393 / USA

Phone: (248) 926-9400
Fax:     (248) 926-9405
www.BrinkmannPumps.com
Contact@BrinkmannPumps.comEK901-601aUS

The demands imposed on 
coolant pumps are con- 
stantly changing.

Coolants are used for 
cooling, lubricating, rins-
ing, maintaining tempera-
tures. Pumps have to con-
tinuously handle new and 
different combinations of 
additives in emulsions, oil 
or water. These fluids are 
seldom clean, but most of-
ten heavily contaminated
and they may also contain 
entrapped air.

With almost five decades 
of experience, innovative 
response and continuous 
exchange of ideas with 
our customers, we have 
learned to handle all of  
these challenges.

It is our goal to provide 
you with a customized 
solution, which perfectly 
meets your specific 
requirements.


