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10  Repair Instructions / Replacing shaft clamp and shaft 
 

  
 
 
 
 
 
 
 

  
 
 
 
 
 
 
 
 
 Dismantling the insert shaft  
 

- Disconnect the immersion pump from the mains both electrically and mechanically. 

- Set the pump down on the fan cover. Dismantle the pump unit and the pump body.  

- Loosen the screws on the shaft clamp (1) one after the other.  

Note: Do not, under any circumstances, remove the screws completely, danger of injury! 

- Pull the insert shaft (2) and the shaft clamp (1) off the motor shaft (3). 

Mounting the insert shaft 

- Set the motor down on the fan cover. 

- Position the shaft clamp (1) (use a new shaft clamp) in the centre of the cranked clamping 
diameter (2) of the insert shaft. 

- Insert the motor shaft (3) into the insert shaft (2). 

Tighten:  
- Mark the first screw and tighten all the screws evenly by hand,  
  one after the other in a clockwise direction (not cross-ways). 

- Use a torque screwdriver to tighten each screw first with 2 Nm then with 3.5 Nm and finally 
with 5 Nm (in a clockwise direction again). 

- Mount the pump body. 

 Further assembly is carried out as before. 
 
 Note: Note torques for the screw connections! 
 
 When putting the pump back into use, make sure the direction of rotation is correct! 
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1 = Shaft clamp 
2 = Insert shaft 
3 = Motor shaft  


