




 

BE1554 Edition 12/07 Page 3 of 4 

9  Spare part list for the Free Flow-Immersion Pumps Series SFT1554-CL 

 

 Item Description 

 1 Stator with terminal board 

 2 Motor flange  

 3 End shield  

 4 Terminal box 

 7 Fan 

 8 Fan cover 

 9 Ball bearing DIN  625 

 10 Ball bearing DIN  625 

 11 Gasket 

 13 Retaining ring 

 14 Thread rolling screw DIN  7500 

 15 Slotted cheese head screw DIN  84 

 16 Socket head cap screw DIN  912 

 17 Socket head cap screw DIN  912 

 19 Parallel pin DIN  7 

 50 Pump body 

 51 Shaft with rotor 

 52 Inlet cover 

 53 Pump plate 

 55 Impeller 

 57 Suction screw 

 63 Distance plate 

 64 Woodruff key DIN  6888 

 69 Splash ring  

 72 Socket head cap screw with lock DIN  912 

 82 Joining socket  

 83 Socket head cap screw  DIN  912 

 84 Spring washer DIN  7980 

 85 O-ring  

 86 Screw plug DIN  908 

 87 Sealing ring DIN  7603 

 90 Shaft clamp 

 91 Insert shaft 

 

 

 

 

 

 

Spare parts are available from the supplier. 
Standard commercially available parts are to be purchased in 
accordance with the model type. 
The ordering of spare parts should contain the following details: 

1. Pumptype 
e.g. SFT1554 / 490-CL 

2. Pump No. 
e.g. 090291655 
The date of the construction year is a component of the 
pumps type number. 

3. Voltage, Frequency and Power  
Take item 1, 2 and 3 from the nameplate  

4. Spare part with item No.   
e.g. Inlet cover item No. 52  
   Brinkmann Pumpen 

     K. H. Brinkmann GmbH & Co. KG 

     Friedrichstraße 2 D-58791 Werdohl 

     Tel.: +49-2392 / 5006-0 
     Fax: +49-2392 / 5006-180 

     www.BrinkmannPumps.de 
     Kontakt@BrinkmannPumps.de 

Subject to change without prior notice. Order - No.: BE1554 ENGLISH 

Tightening torques for screwed connections 

Thread - ∅ M5 M6 M8 M12 M16 

Strength classes 4.8 8.8 8.8 8.8 8.8 

Tightening torque 
(Nm) 

3 Nm 4,5 Nm  15 Nm 

 

80 Nm 30 Nm 
 Pos. 83 
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10  Repair Instructions / Replacing shaft clamp and shaft 
 

  
 
 
 
 
 
 
 

  
 
 
 
 
 
 
 
 
 Dismantling the insert shaft  
 

- Disconnect the immersion pump from the mains both electrically and mechanically. 

- Set the pump down on the fan cover. Dismantle the pump unit and the pump body.  

- Loosen the screws on the shaft clamp (1) one after the other.  

Note: Do not, under any circumstances, remove the screws completely, danger of injury! 

- Pull the insert shaft (2) and the shaft clamp (1) off the motor shaft (3). 

Mounting the insert shaft 

- Set the motor down on the fan cover. 

- Position the shaft clamp (1) (use a new shaft clamp) in the centre of the cranked clamping 
diameter (2) of the insert shaft. 

- Insert the motor shaft (3) into the insert shaft (2). 

Tighten:  
- Mark the first screw and tighten all the screws evenly by hand,  
  one after the other in a clockwise direction (not cross-ways). 

- Use a torque screwdriver to tighten each screw first with 2 Nm then with 3.5 Nm and finally 
with 5 Nm (in a clockwise direction again). 

- Mount the pump body. 

 Further assembly is carried out as before. 
 
 Note: Note torques for the screw connections! 
 
 When putting the pump back into use, make sure the direction of rotation is correct! 
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1 = Shaft clamp 
2 = Insert shaft 
3 = Motor shaft  


