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The temperature of the medium is not allowed to be higher than 80 °C. 

The pumps are for continuous running against a closed sliding valve 
not suitable ( plan bypass ). 

The particle-size in the medium is not allowed to be bigger than 
12 mm. 

The pump should be operated in continual operation mode, not pulsed mode! 
Pulsed mode causes increased wear due to the return flow of chips and additional load 
on the bearings. 

The pump should transport medium without chips for 1-2 minutes before being switched off! 
 

7 Servicing and Maintenance 

The surface of the motor must be kept free of dirt. 
The motorshaft is spinning in permanently greased ball bearings (with special grease and increased bearing play) and 
does require any special maintenance. Spare parts are readily available from stock. 

8 Trouble shooter’s guide 

Fault Cause Remedy 

Motor does not start,  
no motor noise 

At least two of the power supply leads 
have failed 

Check fuses, terminals and supply 
leads 

Motor does not start,  
humming noise. 

One of the supply leads has failed 
Impeller faulty 
Motor bearing faulty 

See above 
Replace impeller 
Replace bearing 

Pump does not pump liquid level too low 
Pump mechanism faulty 
Pipe blocked 

Fill up liquid 
replace pump mechanism 
Clean pipe 

Insufficient flow and pressure Wrong direction of rotation of impeller  
Pump mechanism silted up 
Worn pump mechanism 

Change over two power supply leads 
Clean pump mechanism  
Replace pump mechanism 

Power consumption is too high Wrong direction of rotation of impeller 
Lime or other deposits 
mechanical friction 

See above 
See above 
repair pump 

 

 

 

 

Spare parts are available from the supplier. 
Standard commercially available parts are to be purchased in 
accordance with the model type. 
The ordering of spare parts should contain the following details: 

1. Pumptype 
e.g. SFL550 / 380 

2. Pump No. 
e.g. 09062850 
The date of the construction year is a component of the 
pumps type number. 

3. Voltage, Frequency and Power  
Take item 1, 2 and 3 from the nameplate  

4. Spare part with item No.   
e.g. Intake cover item No. 52  

Brinkmann Pumpen 
K. H. Brinkmann GmbH & Co. KG 

Friedrichstraße 2  D-58791 Werdohl 

Tel.: +49-2392 / 5006-0 
Fax.: +49-2392 / 5006-180 

www.BrinkmannPumps.com 
Kontakt@BrinkmannPumps.de 

Subject to change without prior notice. Order - No.: BE2850 ENGLISH 
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9  Spare part list for the immersion pumps of the series TFL550 

 

 Item Description 

 1 Stator with terminal board 

 3 End shield  

4 Terminal box 

 7 Fan 

 8 Fan cover 

 9 Ball bearing DIN  625 

 10 Ball bearing DIN  625 

11 Gasket 

 13 Retaining ring 

 15 Slotted cheese head screw DIN  84 

 18 Stud bolt with bond 

 19 Parallel pin DIN  7 

 20 Shaft seal 
 50 Pump body 

 51 Shaft with rotor 

 52 Intake cover   

 55 Impeller 

 57 Suction screw  

 61 Running sleeve 

 62 Bearing bush 

 63 Distance plate 

 64 Woodruff key DIN  6888 

 65 Flat head screw  DIN  7991 

 67 O-ring 

 68 Splash ring  

 69 Splash ring 

 70 Serrated lock washer 

 73 Hexagon head screw  DIN  931 

 79 Shaft seal 
  for 150mm depth of immersion  

  

 

 
 
 
 
 

Tightening torques for screwed connections 

Thread - ∅ M4 M5 M5 

Strength classes 4.8 4.8 8.8 

Tightening torque 
(Nm) 

1 Nm Pos. 15  3 Nm  
 

4,5 Nm 


